
PULSE SUB+ Wireless 
Powered Subwoofer

MEET THE PULSE SUB+. The perfect addition to your wireless or wired 
Bluesound system. Created to be a modern, robust, and integral part of your 
listening experience, the SUB+ brings deep, tight, and expressive musicality to 
any Bluesound setup.

JUST ADD BASS. It’s really that simple. Use the BluOS App to quickly setup and 

hi-res multiroom system help you connect your SUB+ wirelessly to any other 
Bluesound Player, with simple and intuitive App controls for volume, crossover, 
and phase adjustment. Easy software control means better options and more 
precision as you dial in the best settings for your ideal listening experience.

PLACE IT ANYWHERE. We truly believe that a subwoofer doesn’t have to be as 
large as the furniture you sit on. The SUB+ is a from-scratch design created to 
pair practicality and performance in one elegant product. The design approach 
focuses on maximum output from minimal footprint, built to blend into any room 
and any décor. The result is a sleek, compact, and incredibly versatile product 

ADD IT ALL UP. When you add up the BluOS smarts, the 8” driver, the 150W 
Smart DSP Amplifer, and the versatility in placement and connection options, it’s 
not hard to see the SUB+ as a fundamental addition to your entertainment setup. 
With tight, dynamic power and a depth that evokes pure emotion, listening to 
your favorite music, movies, shows, and videos has never felt so good.

203mm / 8” WOOFER

22Hz – 150Hz ±2dB

150W CONTINUOUS POWER

SMART DSP AMP TECHNOLOGY

BluOS COMPATIBLE

CONNECT TO ANY BLUESOUND PLAYER 

WIRELESS OR WIRED CONNECTION

EASY PAIRING PROCESS

IN-APP AND PHYSICAL BUTTON 
VOLUME CONTROL

IN-APP CROSSOVER CONTROL

IN-APP PHASE CONTROL

LOW/LINE LEVEL ANALOG INPUT

0.5W STANDBY MODE

EASY WALL MOUNTING

WALL MOUNT BRACKET INCLUDED

MOUNT LANDSCAPE OR PORTRAIT

REMOVABLE GRILLE 

BLACK OR WHITE FINISH
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PULSE SUB+ SPECIFICATIONS

Features:
Status Indicator:  Dimmable LED
Physical Controls:  Volume +/-, Function Button/Pairing Mode Switch
App Controls:  Volume +/-, Variable Crossover Frequency  

Variable Phase
Processor:  ARM® Cortex™ -A9, 1GHz
Power:  Universal bi-pin AC cord input, (100 – 240AC, 50/60Hz)
Wireless:  WiFi 802.11ac, dual-band
Ethernet/LAN:  Ethernet RJ45
Analog:  Mono Low/Line Level Input
USB:  Type A (upgrade only); Type B (mini) for service

OPERATING SYSTEM: BluOS 
CONTROL  APP:  
BluOS Controller for iOS, Android 
Windows Vista, 7, 8, 10,  
macOS 10.10-10.15, 11

Continuous:  150W
Dynamic Peak:  200W
Type:  
Power Consumption:  0.5W Network Standby

Dimensions:
457 x 300 x 146mm (W x H x D metric) 
18 x 11.8 x 5.75 in (W x H x D imperial) 
Weight: 8.28kg/18.25lbs
(not including feet or wall bracket)

24Hz - 150Hz 
Frequency Response: 
On Axis @ 0°±2dB:  
LF Cutoff -10dB:  22Hz

Acoustic Design:
Woofer (Nominal): 203mm / 8” Polypropylene cone, Rubber Surround
Crossover:  50Hz - 150Hz, LFE setting

Included Accessories:
120V AC Power Cord 
230V AC Power Cord  
Magnetic Rubber Feet x 2
Wall Mount Bracket
Safety/Warranty Guide  
Quick Setup Guide  

Finish: Black / White
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