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In-Wall for Flush-Mount Install at ion

12,5

Type 2 way coax

Components
Neodymium Tw,
doped paper Wf

Power RMS / Max (8 Ω) 120/240

Freq. resp.  (Hz) 65 - 20k

Sensitivity dB (2,83V/1m) 92

Nom. impedance (Ω) 8

Woofer Ø (cm)
Tweeter voice coil Ø (cm)

16,0 / 2,5

Dimensions HxWxD 
(cm)

19,3 x 19,3 x 9,5

Weight (Kg) 1,98

Dimensions HxWxD 
(cm)

26,0 x 20,0 x 1,5

Installation hole 
plasterboard
HxWxD  (cm)

20,5 x 20,5 x 10,8 D1

Weight (Kg) 0,51

Materials Steel

12,5

Fabric PlasterboardIndoor
Speakers

SIC120

Code: 81AXX1

White front cover Loudspeaker Frame

Code (8 Ω): SIC120 Code: CC2020

Dimensions HxWxD 
(cm)

19,3 x 19,3 x 0,3

Weight (Kg) 0,17

Finishes White fabric

Minimum depth
recommended

D1

12,5 mm
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  202 Installation hole plasterboard

CC2020 + SIC120 A4

1.04 kg 

REV:

 

SCALE:FINISHING: WEIGHT:

CODE:

DESCRIPTION:

  MATERIAL:

SIZE:

GK0048 0
The information contained in this document is the property of Garvan 
Acoustic; its partial or total reproduction, as well as its transmission 

without prior authorization of Garvan Acoustic is forbidden.
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I n -Wa l l  f o r  Ea s yF i t  I n s ta l l at i o n

Dimensions HxWxD 
(cm)

21,3 x 21,3 x 7,5

Installation hole 
plasterboard
HxWxD  (cm)

20,5 x 20,5 x 11,0 D1

Weight (Kg) 0,32

Materials Steel

SIC120

Code: 81AXX1

White front cover Loudspeaker Frame

Code (8 Ω): SIC120 Code: CF202S
Code: CF202E

Satin
stainless steel

PrimerFabric Indoor
Speaker

Dimensions HxWxD 
(cm)

19,3 x 19,3 x 0,3

Weight (Kg) 0,17

Finishes White fabric

Minimum depth
recommended

D1

12,5 mm
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INSTALLATION HOLE 
PLASTERBOARD 202

CF202 + SIC120 A4

1.20 kg 

REV:

 

SCALE:FINISHING: WEIGHT:

CODE:

DESCRIPTION:

  MATERIAL:

SIZE:

GK0040 0
The information contained in this document is the property of Garvan 
Acoustic; its partial or total reproduction, as well as its transmission 

without prior authorization of Garvan Acoustic is forbidden.

1:4Materiale <non specificato>

SHEET:

1/1
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INSTALLATION HOLE 
PLASTERBOARD 202

CF202 + SIC120 A4

1.20 kg 

REV:

 

SCALE:FINISHING: WEIGHT:

CODE:

DESCRIPTION:

  MATERIAL:

SIZE:

GK0040 0
The information contained in this document is the property of Garvan 
Acoustic; its partial or total reproduction, as well as its transmission 

without prior authorization of Garvan Acoustic is forbidden.

1:4Materiale <non specificato>
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INSTALLATION HOLE 
PLASTERBOARD 202

CF202 + SIC120 A4

1.20 kg 

REV:

 

SCALE:FINISHING: WEIGHT:
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DESCRIPTION:

  MATERIAL:

SIZE:

GK0040 0
The information contained in this document is the property of Garvan 
Acoustic; its partial or total reproduction, as well as its transmission 

without prior authorization of Garvan Acoustic is forbidden.
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INSTALLATION HOLE 
PLASTERBOARD 202

CF202 + SIC120 A4

1.20 kg 

REV:

 

SCALE:FINISHING: WEIGHT:

CODE:

DESCRIPTION:

  MATERIAL:

SIZE:

GK0040 0
The information contained in this document is the property of Garvan 
Acoustic; its partial or total reproduction, as well as its transmission 

without prior authorization of Garvan Acoustic is forbidden.
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1/1
Type 2 way coax

Components
Neodymium Tw,
doped paper Wf

Power RMS / Max (8 Ω) 120/240

Freq. resp.  (Hz) 65 - 20k

Sensitivity dB (2,83V/1m) 92

Nom. impedance (Ω) 8

Woofer Ø (cm)
Tweeter voice coil Ø (cm)

16,0 / 2,5

Dimensions HxWxD 
(cm)

19,3 x 19,3 x 9,5

Weight (Kg) 1,98


