IN-WALL

FOR FLUSH-MOUNT INSTALLATION
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\\ Code: 71AXX1 ) Code (8 Q): SIR513 (\ Code: CR1981 /)
Dimensions HXWXD g 1 19,0x0,4 Type Left, center, right PIROREIBISTD g 6505 On 00
(cm) (cm)
’ Installation hole
Weight (KQ) 0,90 Components q Silk gome Twwf plasterboard 80,5x19,5x 10,0 D2
oped paper HxWxD (cm)
L . ' Installation hole D2
Finishes White fabric Power RMS / Max (8 Q) 300/ 600 wall HXWxD (cm) 86,5x25,5x10,0
Freq. resp. (Hz) 55 - 20k Weight (Kg) 6,6
Sensitivity dB (2,83V/1m) 93 Materials Steel + Wood
Nom. impedance [Q] 8 Installation hole plasterboard
Woofer @ (cm) i~
Tweeter voice coil @ (cm) 4x130/28 % |
Dimensions HxWxD o @
cm) 80,0x19,0x6,0 8 (3 |
Weight (Kg) 7,10 SN ‘

Indoor
Speaker

Fabric

Wall Plasterboard

Specifications
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ARREDAMENTO ACUSTICO

MADE N ITALY
3-YEAR WARRANTY
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